
How to Install Your 
New Drum Wraps!

1. Remove all hardware, badges, airhole grommets, etc. The idea is 
to have the drumshell be as smooth as possible.

Airholes can be removed by tapping the inside edges toward 
each other with a hammer and flat-head screwdriver, and then 
pushed out through the front. Try to be patient and avoid tearing 
up the shell.

We recommend replacing your airholes with our screw-together 
type. They are available in Chrome or Black.

2. Lay the wrap face down on a clean and smooth surface, being 
careful not to scratch it up. A carpeted surface, or towel works 
wonders! 

Decide where you would like to place the seam (in the back of the 
drum where it will not normally be seen by the audience is best). 
Make sure you feel good about the placement of the wrap before 
removing the adhesive strip and applying it. If you are installing 
our METALLIC wraps, then peel back 1.5” to 2” of the protective 
backing and trim it off prior to installation as these wraps do not 
come equipped with the double-stick tape. But do NOT remove 
the entire backing, it is there for stability and strength!

Now you must punch out the holes where the wrap has covered. 

Look at lug placement, where you want the seam to end up, 
where the airhole will end up, where any hardware may need to 
be mounted, and the final position of the pattern. When you are 
satisfied with how everything looks, punch out the holes with a 
phillips-head screwdriver from the inside of the shell going out 
(use one that is as close to the diameter of the hole as possible). 
As for the airholes and any larger holes, we recommend using a 
sharp utility knife for cutting these out by hand, as they are much 
larger than the diameter of a screwdriver.

3. Now for the finishing touches, re-install all hardware and 
PRESTO you are now done! Now wasn’t that easy? You now 
have the most unique and beautiful kit ever!

*note* These instructions are simple guidelines to follow. Please feel free to contact

us at for any questions you may have regarding installation. Always wear safety 

equipment and practice safe procedures when working with tools. Sic•Skinz accepts

no liability or returns due to improper installation and/or mishandling of the product.

Instructional video on how to properly install your wraps can be viewed by visiting

http://www.SicSkinz.com/installation.html

It’s as Easy as 1-2-3...


